


INSTALLATION GUIDELINES - Figure 3

A. Clips work in pairs. Top clip is attached to the panel, and 

     bottom clip (also called furring channel) is fastened to the 

     structural wall. 

B. Use a continuous bottom clip (up to 8’ long, also called 

     furring channel) and standard 2-1/2”-wide top clips for

     holding the Stonewood Panel.

C. Always consult the clip manufacturer’s installation guidelines 

     for proper fastening of the furring channel to the wall.

D. Use a pan head screw to attach the top clip to the back of 

      the panel. 

E. For thinner boards, two-part epoxy adhesive can be used 

     instead. Follow the adhesive instructions for the proper cure 

     time of the epoxy between metal clip and Stonewood.  

     Fiberesin recommends working with 3M™ Scotch-Weld™ 

     Structural Adhesives. Use a minimum of three (3) clips in 

     the 4’ direction.  

G. Use four (4) lines of bottom clips (furring channel) in the 8’ 

     direction, for 4’x8’ panel.

H. Choose appropriately sized screws (up to #10) based on the 

     panel thickness.  Use rust-resistant aluminum or stainless 

     steel fasteners. Ensure the screw does not penetrate 

     through the panel and remains concealed.

I. Drill appropriately sized pilot holes for the corresponding 

     screw size/diameter.

J. The outermost screws should be 1-3” away from the panel 

     edges (Figure 4). 

K. Leave ¼” gap between panels on all sides to allow 

     hygrothermal movement.

WORKMANSHIP

A. Fabrication and installation of Stonewood Interior Panels 

     should be performed only by experienced professionals. 

     On-site fabrication is permitted, but shop fabrication is 

     recommended.
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Figure 3 - Schematic shows how the system works for a 4’x8’ panel. 
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Interior Panels
Care and Handling

STORAGE INSTRUCTIONS

• Keep panels dry and stored indoors in original packaging until installation.

• Store Stonewood panels on a smooth, dry, flat surface, making sure there are no bends or bowing in the load.

• Do not store directly on cold concrete floors as moisture may migrate.

• Do not store under heating units or air conditioning units.

• Keep load stored within outer wrap until use. Remove pallet straps once load is moved to storage area.

• Reseal plastic wrap if partial load is used.

• Keep foam dividers in place.

Damage resulting from improper storage will void the warrantee.

HANDLING AND SAWING INSTRUCTIONS

Please take care not to scratch the surface of the panel during handling, machining and installation.

The UV protective surface can be scratched if care is not taken when handing and/or machining the panels. The panels 

are shipped with protective foam dividers between each panel. This foam barrier should always be used when stacking 

panels.

Panels should be cut using a track saw on a guild rail with a blade designed for cutting aluminum / plastic. Fiberesin 

recommends the Festool TS 55 REQ Plunge Cut Track Saw and Festool 496307 Aluminum/Plastic saw blade for 

reference.

SINGLE-SIDED PANELS

There is one A side and one B side to the panels. The A side is meant to face away from the building. Both sides may 

have the same color/pattern. This does not mean the panel has two sides of equal appearance quality. The B side could 

have finish or gloss imperfections. Installers are responsible for making sure that the appropriate side is visible. The 

panels are shipped A side up and there is an identifying sticker on the B side.

Note: The construction buildup of the two sides of the panel is identical. This provides uniform balance and  

weather/UV protection.

STORAGE & HANDLING INSTRUCTIONS
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